
C E R T I F I C A T E  O F  C O M P L I A N C E  
   

Certificate Number  R40670 
Report Reference  R40670-20220128 

Date  2022-January-31 
 

 
Bruce Mahrenholz, Director North American Certification Program 
 
UL LLC 
 
Any information and documentation involving UL Mark services are provided on behalf of UL LLC (UL) or any authorized licensee of UL. For questions, please 
contact a local UL Customer Service Representative at http://ul.com/aboutul/locations/  
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Obour city, 1st industrial zone, Block 13037 ,Pc. #54, 
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This is to certify that 

representative samples of 

 AIR DUCT VIBRATION ISOLATION CONNECTORS 

See Addendum Page for Product Designation(s). 

    

  Have been investigated by UL in accordance with the 

Standard(s) indicated on this Certificate. 

   

Standard(s) for Safety:  NFPA 701-2019, Standard Methods of Fire Tests for Flame 

Propagation of Textiles and Films 

Additional Information:  See the UL Online Certifications Directory at 

https://iq.ulprospector.com for additional information 

 

This Certificate of Compliance does not provide authorization to apply the UL Mark. Only the UL Follow-Up 
Services Procedure provides authorization to apply the UL Mark.  
 
Only those products bearing the UL Mark should be considered as being UL Certified and covered under UL’s 
Follow-Up Services.  
 
Look for the UL Certification Mark on the product. 
 

 

https://iq.ulprospector.com/
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This is to certify that representative samples of the product as specified on this certificate were tested according 
to the current UL requirements 
 
 
The products covered are flexible duct connectors identified as Techno Flex PVC with PVC-coated 
fabric, designated as Techno Flex PU with Polyurethane-coated fabric, and designated as Techno 
Flex Silicone with Silicone-coated fabric. The finished connectors have steel width between 45 mm 
and 100 mm (depending on customer’s requirements) and a maximum fabric width of 100 mm 


