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General Description:

+ PE (poluethylene Foam)

» Self-Adhesive On one side
» Havana Glassine release paper

» Available in 25 and 50 mm Roll width, any other
widths available upon request with M.0.Q 500 Rolls

« Available in 3 mm thickness

» Roll length 10 m

About Polyethlene (PE) Foam:

* Closed cell foams are typically used as gasketing material where the application
requires that air, moisture, and other particulate not pass through the gasket

» Typically compressing the gasket material 25-30 % with constant pressure prevents particulate
or moisture from flanking around the gasket

» Excellent resistance to environmental extremes e.g. UV, ozone and moisture
» Very low water absorption and vapor transmission

+ Perform in high and low temperatures

Technical Specifications

Foam material base Polyethylene (PE)

Color Black
Tensile strength (longitudinal) 26.7 N / 25 mm width
Compression strength at 50% 0.208 N / mm? (208 Kpa)
Release paper Yellow color, 80 micron
Temp. Range From -30 to +90 °C

' Usage Instructions :

» The surface needs to be clean, Dry and free of dust and grease.

*The rolls are packed in shrink inside carton 525x525x325 mm contain 60 rolls
25 mm width or 30 rolls 50 mm width.
+The gross wt. of the carton including the rolls is 5.825 kg approx.

I Product Size:

*Roll Width tolerance + 2mm
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